








TRUSCON 


@ 
MATERIALS HANDLING EQUIPMENT 


Steel Box 
and Platform Units 


Skid Platforms 


a 





4" to 18" high 
in the clear 


| 


Truscon Skid Platforms are one-piece steel units formed 

ith exceptionally deep stiffening ribs which function 

. reinforcing beams and consequently give the unit 
-onsiderable strength. Additional reinforcement is pro- 
vided by the corner construction illustrated in the two 
close-up views shown above. Truscon Skid Platforms 
are manufactured in a wide range of sizes to meet in- 
dustry’s diversified requirements. 


4” to 18” high 
in the clear 










Type PB-120 


Truscon Steel Box and Platform units are fabricated 
from heavy gauge steel sheets and feature deep rein- 
forcing ribs, designed to impart maximum strength and 
rigidity. Truscon Steel Box and Platform units reduce 
manual labor, speed up production, and save floor 
space. The initial cost of Truscon Steel Box and Plat- 
form units is small and practically no maintenance or 
up-keep is required. 


(See Page 4 for Sizes) 


TRUSCON SKID PLATFORMS MAY BE EQUIPPED, AS SHOWN BELOW, TO MEET VARIOUS REQUIREMENTS. 





Skid Platform with Flat Top. Bumper-type Channel Runners. Knee Braces. 








Pockets for Wood Stakes. 


TRUSCON STEEL COMPANY--PRESSED STEEL DIVISION 
6100 TRUSCON AVENUE -- CLEVELAND 4, OHIO 
Subsidiary of Republic Steel Corporation 








Pockets for Pipe Stakes. 














Box and Platform 
Units With Sliding End Door 








The Box and Platform unit with sliding end door i 
especially suited for the handling of small parts tne 
can be shoveled or dumped. In cases where a flat top 

is desired over the skid platform, a heavy or light 
gauge steel sheet is securely welded to the top of the 
platform before box unit is attached. 











Removable Box Units Equipped With 


Type PB-650 
(with flat bottom) 
Corner Stacking Brackets 
i Type PB-150 
ee ee Truscon removable boxes are designed to meet the re- 
quirements of those manufacturers who desire a box 
which can be stacked on platforms to any practical 
height. Sections are easily removed and material is al- 
ways near the top. Corner stacking brackets, which fit 
over the corner of the platform or box, are securely 
welded to the bottom corners of each box section and 


are designed to permit rapid and secure assembly. 


A number of these boxes can be provided with tier- 
ing lugs, as shown and described below, and when 





used as the top section they provide facilities for tier- 


Truscon units provided with tiering lugs securely 
welded to the top of each box, as illustrated in Type 
PB-120T, give greater box capacity because boxes can 
be the full width of the platform. Standard units, with 
or without channel runner, are available. Tiering lugs 
can also be adapted to crane handling units as illus- 
trated in Type PB-120CT. 


ing complete units. 


Box and Platform 
Units With Tiering Lugs 







Type PB-130 
Boxes Only—Type B-30 


Leg of 
Platform 


J fp Inside 








Type PB-120CT © # 


Type PB-120T 

















ae es 
Rerereesrat 


Oe: fully around the girth of the unit, 





Box and Platform 
Units With Full Length 
Lifting Lugs 


The illustration at the left is typical of the type of unit 
used for extremely heavy working conditions. Full 
length lugs for crane handling are securely riveted to 
both the platform and box, thereby distributing the 
load over the entire unit. Lugs are so designed at the 
top that units may be stacked easily and safely. Plat- 
forms may be had with or without channel runners. 


Box Units Equipped 
For Crane Handling 


Uninterrupted production is possible only when ma- 
terials to be machined are immediately available to 
any point in the production line. Truscon Crane Handl- 
ing Boxes insure this uninterrupted service because of 
the ease with which they can be moved from place to 
place and stacked, to conserve valuable floor space. 


Truscon crane handling boxes, equipped with lugs 
at the corners, may be stacked, when loaded, to any 
practical height. 


Truscon crane handling boxes are also available 
with trunnions, which are securely welded to the sec- 
tion in any location that requirements may demand. 


Boxes can be furnished with either flat or corrugated 
bottoms. Be sure to specify type desired. 








Type PB-120L 


Type B-80C 
(with corrugated bottom) 


TRUSCON STEEL PALLETS 4 


Truscon Steel Pallets are designed to elimin- 
ate maintenance expense and to provide the 
maximum in permanence and safety. The 
possibilities of injury to workmen and dam- 
age to fragile containers are materially re- 
duced by the elimination of sharp edges 
and projections. The saving in time, main- 
tenance and replacements alone more than 
compensate for the somewhat higher first 
cost of Truscon Steel Pallets. 


Truscon Steel Pallets are available in 
three designs: Double Face, Semi-Double 
Face and Single Face. The Double Face Pal- 
let illustrated features deep stiffening ribs, 


ind an enclosed wire rod which extends 
completely around the opening at each end 
to provide exceptional rigidity at the points 
of greatest abuse. 








DOUBLE-FACE 
STEEL PALLET 













Type B-20 (without bottom) 
Type B-80 (with bottom) 


Box Sizes 


Dimensions of boxes are all over-all. To determine in- 
side dimensions of box, deduct 1%" from width and 
length. 











Special sizes other than those listed made on re- 
quest. Any combination of sizes possible. 





SIZES OF BOXES AND PLATFORMS 


(The following tables indicate the most popular sizes of these units, how- 
ever, other sizes can be fabricated to meet your particular requirements.) 





Platform Sizes 


When ordering skid platforms be sure to specify clear- 
ance height, that is, the height from the under-side of 
the corrugation to the floor, over-all width and over- 
all length. 


Over-all ® Over-all Clearance 
Width Length Height 
“AY eB as 5: 
24" 24” 4" 
30” 30” 642" 
36” 36” TY." 
42” 42" 91/2" 
48” 48” 10%/2” 
54” 1142" 
60" 12” 
66” 17/2" 
12° 18” 
78” 
84" 
90” 
96” 


Any combination of width, height or length is con- 
sidered standard. 














HEADQUARTERS FOR MATERIAL HANDLING EQUIPMENT 


The success of modern production methods depends 
upon the efficiency with which materials and products 
in various stages of fabrication can be handled. Toward 
this end, Truscon engineers offer to study the handling 
conditions in your plant and submit their recom- 
mendation without any obligation on your part. 


Truscon’s Pressed Steel Division—nationally known for 
the quality of its products and the dependability of its 
service—is fully equipped and prepared to handle 
your material handling equipment requirements. The 
Pressed Steel Division’s central location, moreover, as- 
sures prompt deliveries at lowest possible cost. 
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